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We keep you on the safe side -
with strong visibility

Navigation Light type 780 is a development of Peters + Bey GmbH.
More than 100 years of experience in the development, design and
construction of navigation lanterns have influenced the type 780 series.

Advantages:

* Certified lifetime 50.000 hours - single lantern
* Certified lifetime 100.000 hours - double lantern
* Maintenance-free

* Low power consumption

* Same dimensions for both (single/double) lanterns

* No spare bulbs needed anymore

* Every lantern has its own terminal box

* Ship’s cable are easy to connect

* Durable materials and a strong structure

* Shock resistant

* Corrosion-free

* Seawater resistant

Options:

On request the tilting mechanism may be supplied
in one of 4 positions.

Marine cable 1,50 m - HO7 RN F2x1,5

Upon request Peters + Bey offers customized signalling
lights in accordance with the respective flag state

and class of your vessel. Signalling Lights are required
to be visible from 360° i.e. all-round. If the arc of
visibility is restricted by obstacles such as masts,
funnels and other parts of the ship’s superstructure,
two Signalling Lights with different arcs of visibility
which together cover 360° must be fitted.




Technical Data

Approval:

MED 2014/90/EU (Marine equipment directive)

P
DNV (Det Norske Veritas) :'Ji\ v )
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UL 1104 (USCG)

Housing: Black polyamid, glass fibre reinforced,
shock resistant, non corrosive, non magnetic,
seawater resistant, with stainless steel screens (1.4571)

Connection: Terminal box
Please note that our double lanterns have two seperate electrical circuits
for main and spare light. Both have a seperate pair of cables with different colours.

Lens: PMMA

Protection: DIN IEC 60945 (equivalent to IP 56)
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Double Lantern
230/115VAC Y81 3030 782 3080 783 3030 784 3030 784 3230 784 1830 786 3130 786 3230 786 3330 786 3430 786 3242
24V DC 781 3010 782 3010 783 3010 784 3010 784 3210 784 1810 786 3110 786 3210 786 3310 786 3410 786 3243
230V/24V 7813040 782 3040 783 3040 784 3040 784 3240 784 1840 786 3140 786 3240 786 3340 786 3440 786 3241
Single Lantern
230/115VAC 7811030 782 1030 783 1030 784 1030 784 1230 784 1630 786 1030 786 1230 786 1330 786 1430 786 1510 786 1730

24V DC 7811010 782 1010 7831010 784 1010 784 1210 784 1610 786 1010 786 1210 786 1310 786 1410 786 1530 786 1710
Single Lantern hoistable

230/115V AC 787 1030 787 1230 787 1330 787 1430 787 1530
24V DC 787 1010 787 1210 787 1310 787 1410 787 1510
Power consumption
230/115V 4W 4W ow 4w W 4W TW TW W W TW 5,5W

24V 2W 2W 5W 2w 2w 2W 2w 2w 2w 2w W 4,5W



Assembly Groups

single/double lantern Art--Ng-: 7618000
over

(Spare Parts)

Art.-No.: 761 8200
Hinge Pins

Art.-No.: 781 8400
Terminal Box

Single lantern
(Spare Parts)

Art.-No.: 781 8401
Terminal Box
Double lantern
(Spare Parts) Module
(see table below)
Modules:
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112,5° 112,5* 225* 135 135* 135* aso° as0* 3s80* 360* a60° aso°
3 nm 3nm 6 nm 3 nm 3nm 3nm 3 nm 3 nm 3 nm 3 nm 3nm 5 nm
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Module

786 5502 786 5503 786 5500 786 5501 786 5501 786 5501 786 5000 786 5000 786 5000 786 5000 786 5000 786 5000
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